MIAMI-DADE MIAMI-DADE COUNTY

COUNTY PRODUCT CONTROL SECTION
11805 SW 26 Sireet, Room 208

DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) Miami, Florida 33175-2474

BOARD AND CODE ADMINISTRATION DIVISION T (786) 315-2590 F (786) 315-2599

NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/economy

Schlage Lock Company |

6810 Hillsdale Court

Indianapolis, IN 46250

ScorE:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials. The
documentation submitted has been reviewed and accepted by Miami-Dade County RER -Product Control Section fo be
used in Miami Dade County and other areas where allowed by the Authority Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control Section
(In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to have this product
or material tested for quality assurance purposes. If this product or material fails to perform in the accepted manner, the
manufacturer will incur the expense of such testing and the AHJ may immediately revoke, modify, or suspend the use
of such product or material within their jurisdiction. ~RER reserves the right to revoke this acceptance, if it is
determined by Miami-Dade County Product Control Section that this product or material fails to meet the requirements
of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building Code,
including the High Velocity Hurricane Zone.

DESCRIPTION:SteelCraft H Series Single Flush Inswing Commercial Steel Doors w/ Mortise Lock w/dead bolt

APPROVAL DOCUMENT: Drawing No 776W-3 Rev H, titled “Steeloraft H series Single Door (Inswing)”, sheets 1

through 9 of 9, prepared by the manufacturer, dated 05-01-02 and last revised on 09/23/15, signed and sealed by

Thomas Gordon, P.E., bearing the Miami-Dade County Product Control Revision stamp with the Notice of Acceptance

number and expiration date by the Miami-Dade County Product Control Section.

MISSILE IMPACT RATING: Large Missile Impact Resistant

Limitations:

1. See Design pressure (w/ Std or SS lock strike options) in sheet 1.

2. Doors are Not Rated for Water infiltration requirements or Fire ratings, to be reviewed by Building official.

3. Non-grouted 2” face header will require head anchors per sheets 3 & 6. Grouted 4” header with in 88” max O.A.
frame height will not require header anchors.

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, Cincinnati, Ohio and Series
and following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no change
in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any product, for
sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply with any section of
this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT; The NOA number preceded by the words Miami-Dade County, Florida, and followed by the
expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall be done
in its entirety.

INSPECTION: A copy of this entite NOA shall be provided to the user by the manufacturer or its distributors and
shall be available for inspection at the job site at the request of the Building Official.

This NOA revises NOA #13-1217.11 and consists of this page 1 and evidence pages E-1, E-2 & E-3, as well as
approval document mentioned above.

The submitted documentation was reviewed by Ishaq 1. Chanda, P.E,

: NOA No. 15-0427.04
TY ]

Expiration Date: February 24, 2017
Approval Date: October 15, 2015
Page 1




Schlage Lock Company

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A, DRAWINGS
1. Manufacturer's parts and sections drawings (Submitted under file as below).
2. Drawing No 776W-3 Rev H, titled “Steelcraft H series Single Door (Inswing)”, sheets 1 through 9 of 9,

prepared by the manufacturer, dated 05-01-02 and last revised on 09/23/15, signed and sealed by
Thomas Gordon, P.E.

B. TESTS (Submitted under files #13-1217.11/13-0617.31/#11-0921.12/ #10-1206.02 /#09-0929.05)
1. 1. Test report on
1)  Air Infiltration Test, per TAS 202-94
2)  Uniform Static Air Pressure Test, Loading per TAS 202-94
3) Large Missile Impact Test per FBC, TAS 201-94
4)  Cyeclic Wind Pressure. Loading per FBC, TAS 203-94
5)  Forced Entry Test, per PA 202-94
Along with manufacturer's parts and section drawings of Single Steel doors w/ Stainless steel
continuous Hinges & modified Hat stiffeners, marked by Certified Testing Lab, Test Reports No(s).
CTLA-3045W dated February 16, 2015, signed and sealed by Ramesh Patel, P.E.
2. Test report on
1)  Air Infiltration Test, per TAS 202-94
2)  Uniform Static Air Pressure Test, Loading per TAS 202-94
3) Large Missile Impact Test per FBC, TAS 201-94
4)  Cyeclic Wind Pressure Loading per FBC, TAS 203-94
5) Forced Entry Test, per PA 202-94
Along with manufacturer's parts and section drawings of double outswing steel doors w/CVC panic
exit and Peep hole, marked by Element Material Technology, Test Reports No(s). ESP011623P
dated May 14, 2013, signed and scaled by Jason Sheen, P.E.
3. Test report on
1)  Air Infiltration Test, per TAS 202-94
2)  Water Resistance Test per FBC TAS 202-94(Not conducted)
3) Uniform Static Air Pressure Test, Loading per TAS 202-94
3) Large Missile Impact Test per FBC, TAS 201-94
4)  Cyclic Wind Pressure Loading per FBC, TAS 203-94
5) Forced Entry Test, per PA 202-94
along with manufacturer's parts and section drawings of Single flush Inswing / Outswing steel
doors, marked by Certified Testing Lab, Test Reports No(s). CTLA-776W -2 & CTLA-776W -3
both dated June 07, 2002, both signed and sealed by Ramesh Patel, P.E.
Note: Test report No. CFLA-776W -2 has been issued an addendum letter dated 12/03/09, issued
by Certified Testing Lab, signed and sealed by Ramesh Patel, P.E.
4  Additional Reference test reports per CTLA 776W-1 and CTLA 1035W-2 for anchor options
qualifications.

. N
l Ishaq I. Chanda, P.E.

Product Control Examiner

NOA No. 15-0427.04

Expiration Date: February 24, 2017
Approval Date: October 15,2015




Schlage Lock Company

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

C. CALCULATIONS:
1. Anchor verification calculation and analysis dated 09/23/15, prepared, signed & sealed by
Thomas Gordon, P.E.

2. Hinge Load Evaluation report dated 01/04/04, prepared, signed & sealed by Thomas Gordon,
P.E. (submitted under #09-0929.04).

D. QUALITY ASSURANCE BY
1. Miami Dade Department of Regulatory and Economic Resources (RER).

E. MATERIAL CERTIFICATIONS (submitted under file # listed above)

1. Tensile test report # CTLA-776W (0194H), dated 02/25/02 prepared by CTL  Architectural
Division, sheet samples, tested per ASTM ES8, signed & sealed by Ramesh Patel, P.E.

2. Test Report No. 3094867SAT-001, April 13, 2006, issued by Intertek for “Surface Burning
Characteristics of Building material” per ASTMES4 and self-Ignition per ASTM1929D for
“EPS”, issued to Falcon Foam, a Div. of Atlas Roofing, re-named as “ATLAS EPS’.

3. Tensile Test report No. A103W1-Test 1, 2 & 3 dated 23 APR 03 per ASTME-8 for steel face
sheet, prepared by Certified Testing laboratory, signed and sealed by Ramesh Patel, P.E.

4. Test Report No. 16206-122543 (1015P200(3)), dated November 29, 2004 for “ Surface Burning
Characteristics of Building material” per ASTMES84 and self-Ignition per ASTM1929D for
“Polyisocyanurate™ issued by Omega Point Lab, Inc. to Elliot Company, Indianapolis, IN.

5. Material Safety Data Sheet for “Pyrophoric core PSL P250-C60” manufactured by Pyrophobic
System ITD, Canada.

6. Material Safety Data sheet for “Calcium Silicate Mineral Block” manufactured by Marshfield
Door System Inc., Wisconsin.

F. STATEMENTS: Except items #1, all the balanced other items submitted under files listed above.

1. Letter of conformance to FBC 2014 (5™ Edition), dated 03/18/15, prepared, signed and sealed
by Gordon Thomas, P.E.

2. Letter of conformance to FBC 2010, dated 08/03/14, prepared, signed and sealed by Gordon
Thomas, P.E.

3. Ingersoll-Rand press release, dated 12/10/12, integrating the brands of Ingersoll-Rand and
Schlage among others.

4., Department of State Certification of Reinstatement for SCHLAGE LOCK COMPANY, LL.C
as a limited liability company, active and organized under the laws of the State of Florida, dated
03/17/06 and filed with the Secretary of State

5. Certification of Formation dated 12-08-2003 of Schlage Lock Company, LLC, issued by
Secretary of State of Delaware,

6. Statement letter dated Nov. 26, 2013 issued by Ingersoll-Rand for name change, signed by Jim
Donlan, Compliance Engineer.

7. Leiter of conformance to FBC 2007 & 2010 “No financial interest” dated 09/30/11, signed and

sealed by Gordon Thomas, P.E.

' Ishaq I. Chanda; P.E.

Product Control Examiner

NOA No. 15-0427.04

Expiration Date: February 24, 2017
Approval Date: October 15,2015




Schlage Lock Company

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

F. STATEMENTS (continue}):
8. Laboratory Statement of compliance, part of the above referenced test reports.
9. Addendum letter dated Jan 20, 2011, issued by Certified Testing Lab confirming testing of
Alum continuous hinges w/ marked-up drawings, signed and sealed by Ramesh Patel, P.E.
10. Addendum letter dated DEC 19, 2011, issued by Certified Testing Lab verifying wire anchors,
strength of grout, stud anchor, Strike plate and MA series Mortise Lock, supplemented w/
marked-up drawings, signed and sealed by Ramesh Patel, P.E.

G. OTHER (Except items #1, all other items submitted under files listed above)
1. This NOA revises NOA #13-1217.11, expiring on 02/24/17.
2. Test proposal # 14-1086 dated AUG 29, 2014 approved by RER.
3. Test proposal dated 12/03/09 for continuous hinges & SS strike plate, approved by BCCO.
4.

Additional marked-up drawings provided as part of addendum letters by Certified Testing
laboratory, Inc.

5. Photo of Stainless Steel Strike plate supplied by Ingersoll-Rand.
6. Schlage & Falcon Mortise Locks brochures / catalogs supplied by Ingersoll-Rand.
7. Technical brochures of butt Hinges & continuous Hinges supplied by Ingersoli-Rand.

\\L(«.-as \ . \.L;;.»;X«
{shaq I. Chanda, P.E.

Product Control Examiner

NOA No. 15-0427.04

Expiration Date: February 24, 2017
Approval Date: October 15,2015




GENERAL NOTES! DESIGN PRESSURE RATING (INSWING DDOR> IMPACT RATING REVISIONS
1. THESE PRODUCTS HAVE BEEN TESTED TO HVHZ -
PROTDCOLS TAS201, 202, & 203-94 AND COMPLY WITH LOCK/STRIKE ~ |WHERE WATER INFILTRATION | WHERE WATER INFILTRATION LTR DESCRIPTION DATE APPROVED
THE CURRENT FLORIDA BUILDING CODE. PLATE OPTION | REQUIREMENT IS NEEDED REQUIREMENT IS NOT NEEDEDx A APPROVAL DWG 02/25/03
5. DISSIMILAR MATERTAL IN CONTACT SHALL MEET FBC LARGE. AND SHALL
: STANDARD NOT APPROVED +120 PSF / ~120 PSF | NISSILE IMPACT D REVISED PER DCBCCO 01/07/11
REQUIREMENTS,
STAINLESS STEEL E REVISED PER DC BCCO 01/17/12
sS 304_DR 306 NOT APPROVED +170 PSF / =170 PSF
FY MIN= 312 KSI F REVISED PER DC BCCO 05/16/13
*Water infiltration resistance is not required when Door assemblies insialled in non-habitable G REVISED NAME 11/01/13
B areas where the door assembly and area are designed to accept water infiltration,
—l 40° MAX or if protected by overhang with ratio Length/Height equal or greater than 1. H REVISED 05703715
FRAME WIDTH TN
1. ONE ROW OF PS074 WEATHERSTRIPPING PER JAMB AND HEAD. INSTALL PER SHEET 8
36,00 2, ANCHORING REQUIREMENTS:
MAX, — | 400" MAX, SEE SHEETS 1, 5 AND 6 FOR APPRDVED ANCHOR AND INSTALLATION REQUIREMENTS.
SEE NOTE 6. 3, HINGE REQUIREMENTS: MINIMUM (3> HINGES
{ _l__ LOCATIONS: 9.75° FROM RABBET IN HEAD TO CL OF TOP HINGE
. A } 10,38 FROM FLODR TO CL DF BOTTOM HINGE,
N ————————— 7 EQUALLY SPACED IN BETWEEN
% . o+ —4F -+ & oF ancHOR 9,750 OR (1> CONTINUOUS HINGE
4 i ANz o SEE NOTE 2. ' 4, SEE SHEET 7 FOR AVAILABLE STANDARD DOOR / FRAME CONFIGURATIONS.
O<v S | ! € oF HINGE S. HARDWARE INSTALLATION AS PER MANUFACTURER’S INSTRUCTIONS.
z4 % P | - 6. 4* FACE HEAD IS AVAILABLE WHEN FRAME IS GROUTED WITH CONCRETE,
g = I \_ TO MAX FRAME HEIGHT SHOWN.
ZHo 5 J Q) 7. APPLY CAULK AS NEEDED,
abB Z Iy i - 8, PRODUCT IS NOT APPROVED WHERE WATER INFILTRATION REQUIREMENT IS NEEDED
w o 9 EQ.%
I 8% & I (SEE NOTE 32 ITEM| QUANTITY DESCRIPTION MATERIAL SIZE
3] © X | 1 HEAD SEE SHT 3 & 8 _ASTM A366 0537 MIN. STL MAX. 40"
I 8 2 STRIKE JAMB, SEE SHT 8. ASTM A366 053" MIN, STL MAX, 867-8B"
L 2 il_ | j 3 HINGE JAMB SEE SHT 8. ASTM A366 053" MIN, STL MAX, 86°-88°
8 E L 4 DOOR SLAB SEE_SHT 7 3'0°¢36") X 7'0°(B4" MAX.
= T ol o € OF HINGE 5 LOCK SIDE REINFORCEMENT CHANNEL .099° MIN. STL 35° X BL44" MAX,
=0 1" - @#5, 6 NOTE 3. | HINGE REINFORCEMENT DOOR ASTM AG21 167" MIN, STL. 123" X 9.19"
W 84000 \_ 7 NOTE 3. | HINGE REINFORCEMENT FRAME ASTM A621 1677 MIN, STL. 128" X 9.19°
G MAX. | 8 NOTE 3 45" X 4.5 BUTT HINGES (SEE SHT.2) 134 MIN, {4) #12-24 MS PER HINGE
L2 ' | OPTIONAL CONTINUDUS HINGE (SEE SHT.3) 7507 MINSTL /11 ALUM, MAX, 84
%JE EQx CORE MATERIAL:
D) HONEYCOMB C) STEEL STIFFENED 66”7 X 8L5° ,
% % 399375 | 2 ALF> POLYSTYRENE —B&F) POLYURETHANE SEE SHEET 4 356 MAX
TR | ‘ E) MINERAL BOARD TEMPERATURE RISE CORE
- LOCKING HARDWARE - LOCKSET
=& I I™~® & OF I 10 1 D SCHLAGE L/LVS400 SERIES MORTISE LOCK W/DEADBOLT SEE SHEET 2
= | NGE 2) FALCON MA-SERIES MORTISE LOCK W/ DEADBOLT
& THRESHOLD SILL W/BUMPER GASKET. SHT.S J
2 ' 10.375 11 1 1D PEMKO 2005AS 3) ZERO S66A 125" ALUM. 6063 TS | 557 X 0.5 X 36° MAX
S YT _ 2y NAT'L GUARD 950A 078" ALUM. 6063 1o
1 B f 12 | _NOTE 2, | JAMB ANCHOR (LOCK-IN DR WELD-IN) MIN 18 GA SEE SHTS, 5 & 6
_.J 5000 13 3 PSO74 WEATHER STRIPPING, SHEET 9 TPE MAX. 21’
~ TYP. 14 1 FAS—SEAL DOOR SWEEP. SHEET 9 TPE MAX, 35,66
15 2 END CHANNEL ASTM A924 (14 GAGE) 0707 MIN, STL [.69" X 1.66" X 35.66" MAX.
INTERIOR ELEVATION — INSWING DOOR 16 [AS NEEDET BUTYL RUBBER OR 100% SILICONE
1/4° X 1-3/4° TAPCON 17 1 TOP CAP GALV. A60 ASTM A924 (24 GAGED 020* MIN. STL 05" X 176" X 36" MAX
INTO CONCRET (3) PLACES |+ p gpA @ 11.50°—] SEE NOTE 7. o 18] .1 |STRIKE REINFORCEMENT FRAME ASTM A366 053" MIN, STL 131" X 8,38’
OR #14 X 1374 MAX ® A T ‘\‘)ﬁj g’n;xss 698/U698 VIEWER BRASS
(3» PLACES / /_ | ;{‘\ O‘\}‘ SE 4@; /’// BEND RADIUS
' 4 N RN MANUFACTURING FACILITY:
| q 575 NDM, Sy 6 = SCHLAGE LOCK COMPANY, LLC STEELCRAFT
: - f > QF s Tz 6810 MILLSDALE COURT 9017 BLUE ASH ROAD
PRODUC I REVISED = Q x : Eﬁ; @%-—E]L INDIANAPOLIS, IN 46250 CINCINNATI, OH 45242
_,I 6.50" - il Poridu ol |1 T p Wz THIRD ANGLE PROJECTION |[TITLE STEELCRAFT H SERIES SINGLE FLUSH INSWING CDMMERCIAL STEEL DOOR W/ MORTISE LOCKS
@_ TYP, - ; =~+-1DRAWN DATE
- ﬁ\‘t ? YMF | s/owee STEELCRAFT H SERIES SINGLE DOOR (INSWING)
% ... FLOTESC | [CHECKED WITH MORTISE LOCK
INTERIOR - INSWING , : G TN D HIGH PRESSURE APPLICATIONS
SILL INSTALLATION . . v - -Gor ]&i@ \\.D te APPROVED SIZE FLAT DWG NI REV
¢TYPICAL)D ’ 3799 {6§g¢h\ 10(‘.‘)\)!’"‘: 7 7 6 W — 3
SEE SHEETS 3, 5 & 6 pason, TH o040 ENG APPVL H
FOR DETAILS :
il SAE NTS | AUTOCAD ] w9




OPTION (SEE SHT.1)

3/8" DIA. LAG SCREW

3.0" MIN. EMBEDMENT

|

| 1.5" MIN. EDGE
DISTANCE

WOoOD STUD (BY OTHERS)_/

2(2X) TO BE PROPERLY
SECURED TO WITHSTAND
IMPACT LOAD

SEE STRIKE DETAIL BELOW
& DESIGN PRESSURE OPTION
INFORMATION SHEET 1

ANSI STRIKE
STANDARD OR
STAINLESS STEEL

MOUNTED WITH
(2) H2-24 WS/MS
Fy=120,000 PSi

MIN_THROW:
LATCH=3/4"
BOLT=1"

A0

3/4" MIN. LATCH THROW

SCHLAGE L/LV9400 SERIES
KEYED MORTISE

CKSET W/ DEADBOLT

.045 WIRE DOOR
HINGE SPACER

434

1" MIN. THROW BOLT

REVISIONS
3/8" DIAMETER LTR DESCRIPTION DATE APPROVED
" POWERS POWER BOLT,
40" MAX. HILTI KWK BOLT 3, A APPROVAL DWGS. 02/25/03
. SIMPSON STRONG TIE SLEEVE
SYSTEMS SLEEVE ANCHOR. [ 5 | REVISED PER DC BCCO  |01/07 /11
SEE SHT 5 FOR ANCHORING '\ ] 2.0" MIN. EMBEDMENT e | REVISED PER DC BCCO 01/17 /12
OPTIOCNS AND INSTALLATION N
1 VR F | REVISED NAME 11/01/13
EXTERIOR S A 3" MIN. EDGE
“HO e --,'-v» DISTANCE G REVISED ANCHORS 05/05/15
I / CORE MATERIAL SHT. 1 & 4 V;’ #
g e 3" MIN. EDGE [Pl | FRAME HINGE
.. A v [ REINFORCEMENT
/ b \ R DISTANCE J===L\\|‘—(2)WEIDS @
§ > \_ . i D /fEACH END
INTERIOR — INSWING @ N\ MIN. 2700 PSI CONCRETE
OR C-80 CMU GROUT FILLED
SECTION A—A 8} (7 W/F'g 2000Psl ACl 530.1 /
MORTISE LOCKSET: SCHLAGE L/LV9400 SERIES SEE HINGE DETAL ! REINFORCEMENT
FALCON MA—SERIES ._/ b3 ®
ST GiwenT  STRIKE_ DETAIL HINGE DETAIL
NOTES:

1. SEE SHT.1 & 7 FOR ELEVATION, MATERIAL AND SIZE

\ 2. SEE SHT. 5 & 6 FOR WALL CONSTRUCTION, ANCHORING
\ SYSTEM OPTIONS AND INSTALLATION.
ANS| STRIKE 3. SEE SHT. 7 FOR AVAILABLE OPENING SIZES, JAMB DEPTHS
STANDARD OR AND SPECIFICATIONS
OP%L?\IIM(_:ISEESI? sS}_T{_%I—.;IS N 4, APPROVED HARDWARE INSTALLATION IS P(:"\F\im””’
. ' \
MOUNTED. WiTH ot MANUFACTURER'S INSTRUCTIONS S P.-..THC;:"”/,
(2) #12-24 WS/MS D S VT GENSE g o
Fy=120,000 PSi D R OQ- “{Q -
@ @
"0, 3 P s
J(@/ ¢ £3/4” MIN. LATCH THROW o ESED ’; ] i /?-:%g—
Ic- 27, - * F . . >
m&k 7W /// < LR\ €$c2\
MORTISFF}ML%%%%%_%R}JEESADBOLT N AN Gordéfi I%Q%L "\ Date
T Pt G 3759 Blossdh 'Court
‘ Mason. OH 45040
Florida # 46718

BEND RADIUS

@

SCHLAGE LOCK COMPANY, LLC
6810 HILLSDALE COURT
INDIANAPOLIS, IN 46250

MANUFACTURING FACILITY:
STEELCRAFT

9017 BLUE ASH ROAD
CINCINNATI, OH 45242

THIRD ANGLE PROJECTION

TTLE STEELCRAFT H SERIES SINGLE FLUSH INSWING COMMERCIAL STEEL DOOR W/ MORTISE LOCKS
o YMF D?,%.m CROSS SECTION OF DOOR AND FRAME
COMMERCIAL LOCK HARDWARE
CHECKED STEELCRAFT H—SERIES SINGLE DOORS
HIGH PRESSURE APPLICATIONS
DOOR H|NGE FRAME H|NGE | APPROVED SIZE FLAT DWG NO. 776W_3 REC;
REINFORCEMENT REINFORCEMENT ENG— APPVL
SAE NTS AUTOCAD SEET 2 or g




GROUT FILLED

2" FACE HEAD DETAIL

2(2X) BY OTHERS, TO BE
ENGINEERED SEPARATELY

EMBEDMENT

FRAME HEAD "
F'g 2000 Psi Y WE DISTANCE
AC! 530.1 ]
I I 37 MIN.
4" MAX.
SEE NOTE 6. — 5 5 f
l .............. INT, \%; 2
G—T=< G 2" MAX. |
:ﬂ/\—x — —  SEE NOTE 2
@__/E/\\J ® g
LOCKSIDE ® =
REINFORCING - s 5
o CHANNEL M W opucrREVISED  STANLEY 661HD
= = (9 W scompiyiegwith e Flodds SE|ECT SL1THD
T S eskiieg Code Y2
G, H S AvmptiacoNo [COV27.
m [l]: I. C Euplention Deis_Z/]
I 3 7 L .
= ® = Pradwet
é INTERIOR EXTERIOR
g A 2 SEE $HT 9
SEE SHT_9 195" MIN.
i EMBEDMENT
1.25" MIN. . ] WOOD OR
EDGE DISTANCE . — CONCRETE SILL

INTO WOOD

2-1/2" EDGE I \—SEE SHT 5 & 6 FOR SILL

DISTANCE INTO
CONCRETE

INSTALLATION DETAIL

SECTION B-B

MORTI

SE LOCKSET

SCHLAGE L/LV9400 SERIES
FALCON MA-SERIES

NET DOOR HEIGHT — 2.063"

®

12 ga. LOCKSIDE
REINFORCING
CHANNEL

CONTINUQUS HINGE
IVES 112HD & 224HD

STEEL CONTINUOUS
HINGE .075” (14GA)

IVES 600

STAINLESS STEEL
CONTINUQUS HINGE
IVES 700, 700CS
HAGER 730-900 ABH A-500
MARKAR FM-300 & HG305

.075" (14GA)} MIN. THICKNESS

Fy MIN. 3iksi

S\ 3.50

~—(3

EMKO FM—SERIES
HAGER 780-224HD
“ MIN. 6063—T6 ALUMINUM
: 110" MIN. THICKNESS

(OPENING WIDTH —3/8"

\45 " DRAWN DATE

/E 1.66"
¢

3/8" DIA, SCREWS INTO WOOD OR CONCRETE REVISIONS
SEE DETAIL SHEET 5 & 6 LTR DESCRIPTION DATE APPROVED
_STEEL BUTT HINGE #12-24 MACHIE A APPROVAL DWGS. 02/26/03
T:I-/?GEE 2.85127STD. WT. MIN. / £ REVISED PER DCBCCO | 01,/17/12
STANLEY FBB179/1900 < F REVISED NAME 11/01/13
IVES" 5BB1/3CB1 G REVISED 02/01/15
134" MIN. THICKNESS y REVISED 05,/05 /15

(15) 12—24x3/4"FLAT HEAD
UNDERCUT SELF DRILLING
SCREW DOOR LEAF
(15) 12—24 X 1-3/8" FLAT
HEAD UNDERCUT SELF
DRILLING SCREW FRAME LEAF

TYPICAL FRAME

2. SEE SHT.1 NOTE 2. FOR ANCHOR REQUIREMENTS

OPTIONS AND INSTALLATION
4, SEE SHT. 7 FOR AVAILABLE OPENING SIZES, JAMB
SPECIFICATIONS

MANUFACTURER'S INSTRUCTIONS

7. STUD WALL CONSTRUCTION STRUCTURAL MEMBERS

0.69 WITH 283#/FT BASIS

i PROFILE
4.00" T "I
. ]
OPTIONAL FOR HEAD - {
SECTION (SEE NOTE 6.) 200" MIN.
t o
(18) #0-24 (MIN.) 1.94" — |—-———| - 1.56"
MACHINE SCREW COR SELF
ILLING EACH HINGE LEAF | 575" |
\ NOTES: DOOR SIDE NOM.

1. SEE SHT.1 & 7 FOR ELEVATION, MATERIAL AND SIZE
3. SEE SHT. 5 & 6 FOR WALL CONSTRUCTION ANCHORING SYSTEM

DEPTHS AND

5. APPROVED HARDWARE SHOWN, INSTALLATION IS PER

6. HEAD SECTION CAN HAVE 4” FACE DIMENSION WHEN IT'S
GROUTED WITH CONCRETE AND WITHIN MAX UNIT HEIGHT

MUST BE

DESIGNED TO COMPLY WITH APPROVED DESIGN PRESSURE RATING

BEND RADIUS

o

SCHLAGE LOCK COMPANY, LLC
56810 HILLSDALE COURT
INDIANAPCLIS, IN 46250

MANUFACTURING FACILITY:
STEELCRAFT

9017 BLUE ASH ROAD
CINCINNATI, OH 45242

4
e

THIRD ANGLE PROJECTION

TITLE STEELCRAFT H SERIES SINGLE FLUSH INSWING COMMERCIAL STEEL DOOR W/ MORTSE LOCKS

© - e CROSS SECTION OF DOOR AND FRAME
M /10/ COMMERCIAL LOCK HARDWARE
CHECKED STEELCRAFT H—SERIES SINGLE DOORS
14 GA. END—CHANNEL FIGH PRESSURE APPLICATIONS
TOP & BOTTOM OF DOOR APPROVED S7E AT BV O, REV
776W—3 H
ENG, APPVL .
SPAE NTS AUTOCAD SHT 3 OF 9
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SECTION AA—AA

BB—BB

SECTION

1.5" MIN
1.5" MIN

AA

AA BB BB

(A) EXPANDED POLYSTYRENE FOAM
BY ATLAS EPS

DENSITY: 1.0 LBS/FT?

PR

(B) POLYISOCYANURATE

(POLYURETHANE)
BY ELLIOT CO. OF
INDIANAPOLIS, IN

DENSITY: 2 LBS/FT3

SECTION EE-EE
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1
1
1
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DD EE

LTLUETULT
1259585998
il

(SRR RNRARRARNRRRNRRRNRRRRREY
405500000 0 0RRNARRNERRARRRRNARATIRRREA

— — —
' ——
|- — —
I~ — —
et — —
= s —r
b~ — —
I~ — —
[~ — —
- — —
I~ — —
|~ —
| — —
|~ — —
l— — —
et — —
- — —
[~ — —
l— — —
f~ —
— — —~ —~
= o~ — = —

rorrrernnrirrnn iy
139958555090 000000 RRRRRNRTNARARATIRRARRRI
[S9900800 0000000 RRRRRRRRRRRRARRTINRRRRE!
ettt i il
39900000 RRRRRNNRRIRNNRRIRIARRRNA
it
i nnpllin

1
1
1
1

P S S S S S S S Sy S R

EE

(E) TEMPERATURE RISE CORE
MINERAL FIBER BOARD

DENSITY: 17+1.5 LBS/FT3
BY PYROPHOBIC SYSTEM LTD
PYROPHOBIC PSL—P250C-60 OR
MARSHFIELD DOOR SYSTEMS
CALCIUM SILICATE MINERAL CORE

SEE DETAIL'V1" & 'v2'

L 11 H H = A |

~" SECTION CC—CC

cC

(C) STEEL STIFFENED

HAT SHAPED SECTIONS
20 GA. MIN.

cC

DETAIL 'V1'

J—1.75"

820"

SECTION CC-CC

| R

TR I I U T AT |

SECTION FF—FF

1.57 MIN L_

FF

(F) EXPANDED POLYSTYRENE FOAM
BY ATLAS EPS, DENSITY:1.0 LIB/I-_T"3

OR POLYISOCYANURATE
(POLYURETHANE)

BY ELLIOT CO. OF INDIANAPOLIS, IN

DENSITY: 2 LBS/FT?

REVISI|IONS
LTR DESCRIPTION DATE APPROVED
A APPROVAL DWGS 02/26/03
B { REVISED FOR SUBMITTAL |03/30/04
¢ | NEW REVISION 01/14/10
o | REVISED PER DC BCCO |01/07/11
E | REVISED PER DC BCCO |01/17/12
F | REVISED NAME 11/01/13
6 | REVISED 02/01/15
H | REVISED 05/05/15
20GA. HAT SHAPED DETAIL 'V 2' 20GA. HAT SHAPED

STIFFENERS SPOTWELDED
6" 0.C. TO INSIDE OF
FACE SHEETS AND
WELDED TOGETHER

AT TOP AND BOTTOM

SECTION CC-CC

STIFFENERS SPOTWELDED
6" 0.C. TO INSIDE OF
ONE FACE SHEET

AND BONDED TG THE
OTHER FACE SHEET

PRODUC FREVISED
a3 complylag with the Florida
mrl -oy27.0Y
Espiration Date "
[\LE ! ! éi“ %,,, NOTE:
Wi o CORE MATERIAL SHQWN'!''''11;,,
WITHOUT HARDWARE REINFORAEMENTS
\S\\('g)({_: .\‘\\JTL-IP‘HIGE - 7__’?0//,1
= L AR
FF Sl fpp
DOOR WIDTH | V1™ STIFFENERS ) 1 /;%01(5
5 -0 8 2 S‘-..{’_LOR\Q_.- RO
// 8 ..... 6 \\\
N Gordon TRUNRY- \\Dat
DOOR WIDTH _[V2" STIFFENERS 3?Egd%izggdﬂ+\é‘o‘u\rt ate
3-0 4 Mason, OH 45040
Florida #46718
BEND RADWS

SCHLAGE LOCK COMPANY, LLC
6810 HILLSDALE COURT

INDIANAPOLIS, IN 46250

@1

THIRD ANGLE PRCJECTION

MANUFACTURING FACILITY:
STEELCRAFT

9017 BLUE ASH ROQAD
CINCINNATI, OH 45242

TITLE:

DRAWN DATE STEFLCRAFT H SERIES SINGLE FLUSH INSWING COMMERCIAL STEEL DOOR W/ MQRTISE LOCKS
YMF 5/01/02
T DOOR CORE MATERIAL OPTIONS
APPROVED SIZE FLAT DWG NO REY
776W—23 H
ENG. APPYL
SCALE: NTS AUTOCAD SHT 4 OF 9




R CHO! F'g=2000Psi MIN. R E \/ I S I D N S
WIRE _MASONRY ANCHOR
INTO GROUT FILLED FRAME _ Sxan aRED, FAME WOOD STUD ANCHOR SEE HEAD ANGHOR [C] steer smo avcror LTR DESCRIPTION DATE APPROVED
e = TS e ETAIL H1 o / PETAL 2 THS SHEET Cea o] [B"é?m’f?ﬂ e SueT | A APPROVAL DWGS. 02/26/03
% THIS SHEET . | CEQ——EQ— d .| [CEQ—T-EQ .
# I ] & ] ¢ | ® | &r /] ° I B REVISED FOR SUBMITTAL 03/30/04
> e T s o — e
AX. . .
o] TOTAL EOLT IN HEAD = o %9;{? ANCHOR L1 c REVISED PER DC BCCO 01/15/10
. MAX. | (5) wood sTup | e MAX. (8) STEEL STUD ' MAX. D REVISED PER DC BCCO 01/07/11
gg)T.‘\\':'RE g 116" oc s R E: e oc ANCHORS PER o 16" oc
ANCHORS 3 ¥ X 7' DOORS | MAX. (3) WoOD STUD & ¥ X 7' DOORS | MAX AN ] 3 X 7 DOORS | MAX. E REVISED PER DC BCCO 01/17/12
PER JAMB 16" oc | A"g”ggLsTSOR T 16" oc T (A::I)CSSER%L Se- 3 16" oc
€ OF WRE ol i HEAD € oF woop MAX. | IN HEAD £ oF STEEL }‘!'Ax‘ ! F REVISED NAME 11/01/13
OR TYP T1e* oc STUD T1e" oc STUD 16" 0C
ANCH : | MAX, ANCHOR TYP | MAX. ANCHOR TYP. | MAX, G REVISED 02/01/15
| i [ ! '
REFER TO SlLL—/ 8 MAX.J REFER TO s||_|__/ & MAX.J REFER T0 SILL"'/ a MAx.J H REVISED 05/05/15
INSTALLATION DETAIL FRAME TO BE INSTALLATION DETAIL INSTALLATION DETAIL
SEE BELOW g?g?goglou-gg SEE BELOW SEE BELOW
. REINF. BAR
8.57 MIN. EMBEDMENT = WOOD STUD ANCHOR ﬂELEIllﬁT%IJR tggzgll?N
(LOCK—IN OR WELD—IN) 12 X 075" SMS H
WIRE MASONRY ANCHOR (2) PER ANCHOR ::2 -
0.69 EMBEDMENT N ; ARSe
i Fy MIN.=36 KSI AN A
Fy MIN.=36 KSI O 18 GA. M. O = K : * : .
%1 \NTERIOR 18 GA. MIN. l 3 ‘ 3 :| = -GogcéorélThomos . tpoLﬁg;
N I -~ X ure- =
i INSWING DOOR AL Ol wrerior O ’—%qc’m, SiMifgto S
= ANNRN ENRNSNNY B INSWING DOOR INTERIOR @P‘ PN RN
ERGHT BASIG wida® MASONRY BLOCK WALLS SHIM SPACE 1.69" MIN, THREAD INSWING DOOR GG O
2 s o 2000Psl GROUT FLLED . bk b §9 X 1-3/4° STEEL STUD WALLS 175 ONAL B\
- i g= s T 0
Fy MIN.=58 KSi ACl 530.1 gEoé)DNOS'FEUI?] WALLS (A‘L)cggagL PER SEE NOTE 1. I
GROUT FILLED
;RAM%()[})—'E;D' \ PRODUCT REVISED
Qe si s complyleg with the Florids
ACI 5301 Aerepesnce e [ -0t 27,04
® il
. 174" X 1-3/4* TAPCON INTO
4" MAX. ® \ 2 A /‘© CONCRETE (3> PLACES W/ A
2-1/2" EDGE DISTANCE AN
SEE NOTE 3. ™~ N INTERIOR | 1-1/4" MIN. EMBEDMENT
- ™ 575" nom. DR
---------------- " By ome
---------- EXTERIDR 6.50. DlSTANCE AND 1_1/4' MIN. NOTES
~ T EMBEDMENT :
@ (®- 1. STUD WALL CONSTRUCTION STRUCTURAL MEMBERS MUST BE DESIGNED TO
INTERIOR SILL INSTALLATION COMPLY WITH APPROVED DESIGN PRESSURE RATING WITH 2834/FT BASIS
(UTE.;\%’I\I:I-()} DOOR 2. NUMBER OF ANCHORS FOR VARIOUS OPENING HEIGHTS IS LIMITED BY
© MAXIMUM DISTANCE BETWEEN ANCHORS, SHOWN ON THIS SHEET.
HEAD WITHOUT ANCHOR DETAIL @ 3. HEAD SECTION CAN HAVE 4" FACE DIMENSION WHEN IT'S GROUTED FULL.
" 1.5" MIN 2" FACE HEAD WITHOUT GROUT REQUIRES (3) EXPANSION OR LAG BOLTS IN
. 1-300"&'” "DoE | HEAD 6" FROM EACH JAMB AND EQUALLY SPACED.
DISTANCE | DISTANCE — @d SEE SHT 9 4. ELEVATIONS SHOWN FROM INTERIOR FOR INSWING APPLICATIONS.
SEE SHT 9 BEND RADIUS _
22x) BY OTHERS ' , EXTERIOR D SCHLAGE LOCK_ COMPANY, LLC MANUFACTURING FACILITY:
" 6810 HILLSDALE COURT
SEPARATELY ———___] 3.07 MIN. 1/4" X 1—3/4" 1,25 MIN. E.D, 9017 BLUE ASH ROAD
EMBEDMENT i vl L2st MIN. | ) :_j INDIANAPOLIS, IN 46250 CINGINNAT, 'OH 45242
: #Jv‘é 0)'[’) 1S_CJR/EA‘:V ] (SG-.55) THIRD ANGLE PROJECTION [TITLE' STEELCRAFT H SERIES SINGLE FLUSH INSWING COMMERCIAL STEEL DOOR W/ MORTISE LOCKS
. DRAWN DATE
INTERIOR | O O \_ SHIM SPACE AS REQUIRED =TT MR s/m/2 | ANCHOR DETAILS / MOUNTING CONDITIONS
1/4" MAX 1.25" MIN. - CHECKED
' EMBEDMENT (2. 7KSI MIN.
SILL DETAIL (SIDEVIEW) APPROVED STZE [FLAT WG NO. REV
WOOD OR CONCRETE SILL 776W—23 H
EAD ANCHOR ' E.D.=EDGE DISTANCE ENG. APPVL .
H A DETAIL SCALE' \ 1TSS AUTOCAD SHT 5 OF 9




IF 4" FACE HEAD REVISIQONS
F'q=2000Ps! MIN.
EXISTING M CHO SONRY ANCH LTR DESCRIPTION DATE APPROVED
INTO CONCRETE WALL OR CMU ~  Spp Nt 3 0 |E|‘MTH LAG BOLT INTO WOOD STUD WALL R
SEE HEAD DETAIL A APPROVAL DWGS., 02/26/03
40" MAX, H1 THIS SHEET . r— 40" MAX, —'-I_ ;Isz“I:IIEAD ANCHCR DETAIL
@ . o [eat-ea=| [H67 e S seeT B REVISED FOR SUBMITTAL | 03/30/04
i e P [ 6" MAX. | /] 6" MAX.
—=T & oF ANGHOR - c REVISED FOR SUBMITTAL | 01/14/10
. BOLT IN HEAD 9.25° 00 "MAX,
oL S M ) Enia TP, 925 OF MAX D REVISED PER DC BCCI 01/07/11
. LET . ANCHORS WITH » .
@ = 1) 3 x 7 oooms [FRS] ) ke LAG BoLTs 2 3 X 7 DOORS e £ REVISED PER DC BCCO 01/17/12
PER JAMB o 1e o 3) ANCHORS 3 —t
fol A 2 e 925 OF MAX F REVISED NAME 11/01/13
(E OF WIRE | | IN HEAD E OF WOOoD 9.25" O MAX,
ANCHOR TYP. 180 ShD 9.25” OF MAX. G REVISED 02/01/15
i JI “I"’" ANCHOR TYP. 0.25" o wax. H REVISED 05/05/15
REFER TO SIL— & wAx. REFER 10 SILL—" 5 MAX-]
INSTALLATION DETAIL INSTALLATION DETAIL -
THIS SHEET THIS SHEET
JAMB - JAMB JAMB -~ JAMB FRODUCT REVISED R L
LOCK~IN WELD—IN LOCK-IN WELD—IN o g Florids R ]
Acecptance No E—EE‘.Z%‘-O!{ = >
2" MIN. EMBEDMENT EXTERIOR 2" MIN. EMBEDMENT . EXTERIOR . Fagirucion Dute_ 2 7 = * E ﬁ L
— ] : 3" MIN. EMBEOMENT | 3" MIN. EMBEDMENT N F P AA”_L__ =™ tGordon Thomas ' Dote
o EC BRI TR VY NMNMNANANY 5" MIN L Y L 4 ¢ Coafral = 0[3759 Blossom Cou'r&’;l:
D|5E'?AGECE f‘.'-'_._ o o - . L '.'-.-“":_:. Dl;:-?f&cg o .E[)G'E . ; fz:%)h;iqsong‘.TB'FE QBO%B. ‘::-
2 _% B | DISTANCE < [Tioridom@pts - o >
O VN R Tl 9 ' 1 SIoNAL Ea
EDGE ¥ & T / L] EDGE o 0y ONAL an
DISTANCE | 2 . - " A bisTANGE = s INTERIOR My
mN/27 00Psl CONGRETE INTERIOR Aﬁ?ﬁ”f’;;a‘gﬁ 2 / 3/8 DIA. 1/4* X 1-3/4 TAPCON INTO CONCRETE
. 2700Ps . LAG SCREW  WOOD STUD WALLS (3) PLACES W/ 2-1/2° EDGE DISTANCE
oAb Sh Gy DLOCK WALL NSHUL SPACE ™ TALT: Kk BOLT 3 e wax.~ INTERIOR INSWING DOORS SEE NOTE 1. © 2 5PA @ 115" AND 1-1/4" MIN. EMBEDMENT
ACI 530.1 TYPICAL SIMPSON STRONG TIE SLEEVE ALL TYPICAL MAX orR
OR CONCRETE FASTENING SYSTEMS ® EXTERIOR #14 X 1-3/4" WOOD SCREW (3) PLACES
GROUT FILLED SLEEVE ANCHOR 15" MIN  1.5” MIN IR N 4 W/ 1-1/47 EDGE_DISTANCE AND
FRAME HEAD — EDGE EDGE | L= ™ s75wow 171747 MIN. EMBEDMENT
F.rg 2000 Psi DISTANCE DISTANCE INTERIOR - I
ACI 530.17 2(2X) BY OTHERS l - |-e
TO BE ENGINEERED N -
SEPARATELY ———__ 3.0" MIN,
EMBEDMENT
............................. | SILL INSTALLATION
(TYPICAL)
" INTERIOR O O \_ INSWING DOOR
4" MAX. SHIM SPACE NOTES:
SEE NOTE 3, 1/4" MAX. 1. STUD WALL CONSTRUCTION STRUCTURAL MEMBERS MUST BE DESIGNED TO
| COMPLY WITH APPROVED DESIGN PRESSURE RATING WITH 283#/FT BASIS
.............. _ 2. NUMBER OF ANCHORS FOR VARIOUS OPENING HEIGHTS IS LIMITED BY
v MAXIMUM DISTANCE BETWEEN ANCHORS, SHOWN ON THIS SHEET.

INTERIOR

HEAD WITHOUT ANCHOR DETAIL@

HEAD ANCHOR DETAIL@

3. HEAD SECTION CAN HAVE 4" FACE DIMENSION WHEN IT'S GROUTED FULL.
2" FACE HEAD WITHOUT GROUT REQUIRES {3) EXPANSION OR LAG BOLTS IN

HEAD 6" FROM EACH JAMB AND EQUALLY SPACED.
4. ELEVATIONS SHOWN FRCM INTERIOR FOR INSWING APPLICATIONS.

N {4) SEE SHT 9 BEND RADIUS MANUFACTURING FACILITY:
SEE SHT SCHLAGE LOCK COMPANY, LLC :
EXTERIOR 1 AT 2 6810 HILLSDALE COURT SSEELSEGETASH ROAD
VA X 1=/ Lpse MIN ED @9 _E[ INDIANAPOLIS, IN 46250 CINCINNATL, OH 45242
u IA;?OI\:JS/%R [ ] IlNTEI WD&ID - DR:\I:’I:JRD ANGLE PRD.IJ’iI:T‘EIUN TITLE' STEELCRAFT H SERIES SINGLE FLUSH INSWING COMMERCIAL STEEL DOOR W/ MORTISE LOCKS
00D SCREMW Y AR sz | ANCHOR DETAILS / MOUNTING CONDITIONS
1.25" MIN. ED. kD CONCRETE FHECEED
EMBEDMENT (2. 7KSI MINOD
SILL DETAIL (SIDEVIEW) FPPRVED T e W=3 o
WOOD DR CONCRETE SILL S H
E.D.=EDGE DISTANCE SCALENITS AUTOCAD SHT 6 OF 9




AVAILABLE STEELCRAFT DOOR CONFIGURATIONS

TABLE 1. (SEE NOTE 1.)
STEELCRAFT H SERIES | CORE MATERIAL |MAXIMUM OPENING SIZE SKIN MATERIAL
DOOR TYPE PER SHT.7 WIDTH | HEIGHT DESCR. | GA./MIN. THK
HONEYCOMB CRS 16 /.053"
FLUSH POLYSTYRENE 30" 7’0" GALYV 14;.067"
POLYURETHANE '
STEEL o o CRS 16,/.053"
STEEL STIFFEN \
STIFFENED by 30 70 GALV 14/.067
TEMPERATURE . CRS 16/.053"
MINERAL FIBER 0" \
RISE CORE 30 70 GALV 14/.067
EMBOSSED POLYSTYRENE / . o y
PANELS HONEYCOMB 30 70 CALY 16/.053
AVAILABLE STEELCRAFT FRAME CONFIGURATIONS
TABLE 2. (SEE NOTE 2.)
STEELCRAFT MAXIMUM OPENING SIZE MATERIAL
FRAME SERIES | JAMB DEPTH WIDTH | HEIGHT DESCR. | GA./MIN. THK
16/.053"
F 5.75" 30" 7'0" CRS /HRS ]g/ '882,.
NOM. GALV /.
MU 5.75" 30" 70" CRS/HRS 16/.053"
NOM. GA/LV 14/.067
TABLE 3.  STEEL DOOR/FRAME MECHANICAL PROPERTIES.
DOOR FRAME
MATERIAL ASTM REF. YIELD KSi [TENSILE KST | YIELD KSi | TENSILE KSi
CRS ASTM A366 44.7 MIN. | 50.2 MIN. 31.1 MIN. 41.5 MIN.
HRS ASTM A1011 44.7 MIN. | 50.2 MIN. 31.1 MIN. 41.5 MIN.
GALV: AB0 ASTM A924 44.7 MIN.| 50.2 MIN. 31.1 MIN. 41.5 MIN.

PRODUC £ REVISED
s complylng with the Floridh
buihng

Ch?;.< oty 27 °Jﬁ

:-.mh-nm

REVISIONS

LTR

DESCRIPTIDN

DATE

APPROVED

APPROVAL DWG

02/26/03

REVISED FOR SUBMITTAL

03/30/04

REVISED FOR SUBMITTAL

01/14/10

REVISED PER DC BCCO

01/07/11

REVISED PER DC BCCO

01/17/12

REVISED NAME

1/01/13

aOlMm | MmO |w >

REVISED

02/01/15

NOTES:

\\\\1t||f1;,,

'DGbrdon Thomas

ﬁfﬁit

\\\\\”I””///
ra

709 BreEsorm O
on ,FL@Fi\m‘-ﬁO

%) 849, BT

T

\
~
‘\

1. DOOR CONSTRUCTION
1.1. NOMINAL DOOR THICKNESS — 1 3/4”
1.2. DOORS AVAILABLE IN FLAT AND EMBOSSED

SURFACE MODELS (SEE TABLE.1)
1.3. ALL DOORS ARE FLUSH — NO LITES OR LOUVERS APPROVED
1.4 DOOR VIEWERS ARE PERMITTED TO BE USED IN A DOOR

WITH A DESIGN RATING OF +/—75 PSF OR LESS

2. FRAME CONSTRUCTION
NOMINAL JAMB DEPTH — 5 3/4", STOP HEIGHT — 5/8"

2.1,

’Ii:tllt\\

2.2. FRAMES AVAILABLE AS FLUSH (F—SERIES) AND MULT—USE
(MU—SERIES) (SEE TABLE.2)

3. FOR DOOR/FRAME MATERIAL SPECIFICATIONS REFERENCE SEE

TABLE 3.

BEND RADIUS

@——-

THIRD ANGLE PROJECTIDN

SCHLAGE LOCK COMPANY, LLC
6810 HILLSDALE COURT
INDIANAPOLIS, IN 46250

MANUFACTURING FACILITY:

STEELCRAFT

9017 BLUE ASH ROAD

CINCINNATI,

OH 45242

DRAWN

YMF

DATE
5/01/02

CHECKED

TITLE STEELCRAFT H SERIES SINGLE FLUSH INSWING COMMERCIAL STEEL DOOR W/ MORTISE LOCKS

DOCR AND FRAME
CONFIGURATIONS

AND MATERIAL SPECS.

HIGH PRESSURE APPLICATIONS

APPROVED

ENG. APPVL

SIZE FLAT

DWG NO

776W-3

REV

G

SCALEY

NTS

AUTOCAD

SHT 7 OF 9




BENT TABS
TO SECURE ASSEMBLY

]

WELDED

!

REVISIONS
LTR DESCRIPTION DATE APPROVED
A APPROVAL DWG 02/26/03
B REVISED FOR SUBMITTAL 03/30/04
c REVISED PER DC BCCO 01/15/10
D REVISED PER DC BCCO 01/07/11
E REVISED PER DC BCCO 01/17/12
F REVISED NAME 1/ /13
G REVISED 02/01/15

'SUA’
D SET—UP AND ARC—WELDED
HNOCKED —DOWN" ASSEMBLY
ASSEMBLY
48 X 5/8 TRUSS
. / HEAD SMS
e
{ J WELDED WELDED
\./
HEAD NOTCHED HEAD SITS ON TOP ~J
AND BUTTED BETWEEN JAMBS OF NOTCHED JAMBS ‘MU’
"MULTI-USE" SERIES
ASSEMBLY
.

0.438" o

2" NOM. NON—GROUNTED

4" MAX.—GROUT FILLED

2"
MIN. " MAX f MAX. |°"
i T ) Mason,” By A5PANI
1 1.56 Florida #46718
N B BEND RADIUS MANUFACTURING FACILITY:
SCHLAGE LOCK COMPANY, LLC STEELCRAFT
" . 6810 HILLSDALE COURT 9017 BLUE ASH ROAD
5.75 VARY  16GA. (.053") STEEL JAMBS VARY 5.75 @%_Ef_j_[- INDIANAPOLIS, IN 46250 CINCINNATI, OH 45242
NOM. NOM. THIRD ANGLE PROJECTION TIMLE STEELCRAFT H SERIES SINGLE FLUSH INSWING COMMERCIAL STEEL DOOR W/ MORTISE LOCKS
B = DRAWN DATE
" CORNER DETAILS
0.438 " WEATHERSTRIPPING DETAIL ) OKED"'MF Nakids AND WEATHERSTRIPPING ATTACHMENT
r MIN. 1.94 (ALL DIMENSIONS TYPICAL 1.94 CHE FOR FLUSH FRAME AND MU FRAMES
1l I EXCEPT WHEN SPECIFIED) I | APPROVED SiZE  [FLAT DWG NO. REV
o —3
! HINGE. JAMB (3) \—@ @—/ STRIKE JAMB (2) ENG. APPVL SOATE: /75w ©
" NTS AUTOCAD SHT 8 OF 9

1.75"
0.062" J lj ‘\ t

DIMPLED HOLE FOR

#8X1-1/2 PHFH
- SELF—DRILLING SCREW

24 GATOP CAP @

PRODUCF REVISED
s complying with the Flacids
Jrwiding Codle

l
0.50"
1.52" 1
\

1
A ]

l—70.69"—*

ST IS ST ST IS LTI TIA SIS ST

1.660"

TOP & BOTTOM CHANNEL
L=FULL DOOR WIDTH

14 GAGE




SEE NOTE 1
r——-391———+——139-—+k——139-——k——-391———r/r

e S

359625

MAX

& DF PART & SLOTS

RIGID SECTION
SEE NOTE 2.

—I—O?S

//////// ///// //////////

| FLEXIBLE
SECTION
LTS ////f-SEE NOTE 3

FAS-SEAL DOOR SWEEP

BUMPER-\\\ r0185
1 AQr
T 50T
013 | 5,00 ?
ZERO INT'L 566 SERIES THRESHOLD
WITH NEOPRENE BUMPER (:)
6063-T5 ALUMINUM
SEAL
| [ 0125
/ | 1
oesd | 5.00 !

PEMKO 2005 SERIES THRESHOLD
WITH SILICONE, VINYL
OR PILE SEAL
6063-T6 ALUMINUM

I— 0.078

BUMPER
N

m—

IO.SU -

aasir_|
5,00

NATIONAL GUARD S50 SERIES THRESHOLD
WITH SILICONE, VINYL
OR NEOPRENE BUMPER
6063-T3 ALUMINUM

I |

IVES 698/U698 DOOR VIEWER

0.50

FLEXIBLE

SEMI-RIGID \

0469’
0016’J_L______050.

400‘i::>y
PS-074

SELF-ADHESIVE
WEATHERSTRIPPING

REVISIONS
LTR DESCRIPTION DATE APPROVED
A APPROVAL DWG 02/26/03
B | REVISED FOR SUBMITTAL | 03/30/04
C | REVISED FOR SUBMITTAL | 12/22/10
D | REVISED PER DC BCCO 01/07 /11
£ | REVISED PER DC BCCO 01/17/12
F | REVISED NAME 11/01/13

PRODUC T REVISED

as complying wiik the Florida,
Isuiding Ceode

NOTES!

1. SLOT LOCATIONS MAY VARY WITH DIFFERENT DOOR WIDTH. (MAX. 36"
2, DOOR SWEEP RIGID SECTION IS MADE OF PRO-FAX #PD-199
POLYPROPYLENE HOMOPOLYMER
3. DOOR SWEEP FLEXIBLE SECTION IS MADE OF SANTOPRENE #101-73
73 DUROMETER - SHORE A SCALE

MDate

GorRS Eeg
37598§a§¥%n\ﬁburt
Mason, OH 45040

Florida #46718

BEND RADIUS

©
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THIRD ANGLE PROJECTION

SCHLAGE LOCK COMPANY, LLC
6810 HILLSDALE COURT
INDIANAPOLIS, IN 46250

MANUFACTURING FACILITY:

STEELCRAFT

8017 BLUE ASH ROAD
CINCINNATI, OH 45242

DRAWN

YMF

DATE
02/05/02

CHECKED

TITLE STEELCRAFT H SERIES SINGLE FLUSH INSWING COMMERCIAL STEEL DOOR W/ MORTISE LOCKS

DOOR ACCESSORIES
BOTTOM SWEEP
THRESHOLDS

AND WEATHERSTRIPPING

APPROVED

ENG. APPVL

SiZe FLAT DWG NO.

/76W=3

REV

'__

SCALE:

AUTOCAD

NTS

SHT 9 OF 9




